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_~——— ZB POWER SUPPLY PACK
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TRANSFORMER

Stoerk-Tronic transformers are placed in a plastic housing
specifically developed for wall mounting. Screw terminals
allow durable optimal contacting of the connecting lines. On
the primary side the transformers are conditional short
circuit proof and provided with a thermal protection. The
transformers are inspected by VDE (German Electrotechno-
logy Federation) and marked accordingly.

Primary voltage: 230V
Secondary voltage: 12V
Rated power: 3VA

SIMILAR PRODUCTS

Order-No. 900075.011: 230V/12V 6VA
Order-No. 900075.012: 230V/24V 8VA
Order-No. 900075.002: 116V/12V 3VA
Order-No. 900075.004: 115V/230V 3VA
Order-No. 900075.005: 230V/18V 3VA
Order-No. 900075.006: 24V/18V 3V

ORDER NUMBER 900075.001

POWER SUPPLY PACK

This switching power supply has a primary voltage of 230V
AC and delivers a stabilised voltage of 8V DC at a rated
power of 6V

The unit is mounted in a plastic tray to enable the mounting
on a DIN-rail.

Primary voltage: 230V~

Secondary voltage: 8V=

Rated power: 6\

Housing size: 58mm x 126mm x 70mm

ORDER NUMBER 900044.020
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97



98

ADJUSTMENT OPTIONS

The adjustment of the controllers, the so-
called parametering, takes place in three
control levels. These control levels can be
accessed using the keys on the front foil.
However, access to some safety relevant
parameters has been intentionally made
difficult.

In the first control level you can only adjust
the setpoint and, if applicable, the parame-
ter which have been allocated additional
keys. These settings are made by simply
pressing the respective key.

In the second control level you can adjust
the control parameters. These settings are
more complex as keys have to be pressed
in combinations to prevent unintentionally
changes of values.

The third control level provides the adjust-
ment of the basic functions of the controller.
As these settings may result in hazardous
alterations of functions which may not be
noticed immediately, the entire adjustment
process has been encoded to make it even
more difficult.

End users should not be informed of
the adjustment process of the second
and third control level. Any changes
of the customer in these control lev-
els are to be made with utmost care
regarding the possibility of functional
hazards.

Depending on the function range of the
individual control unit not all of the following
parameters are available. Within a software
family, however, the assignment of a certain
parameter (e.g. A3) to one and the same
function is guaranteed.

FIRST CONTROL LEVEL

Parameter setting for the main
setpoint

If none of the keys is pressed, the display
indicates the actual value of the tempera-
ture. Pressing the SET key, the setpoint §1
shows on the display.

If the setpoint is to be changed, the SET
key is to be kept pressed while adjusting
the setpoint with the keys UP and DOWN.
Please note that the setpoint can only be
changed within the set setpoint limits.

The setpoint 17 (if available) can be adju-
sted in the same way. If setpoint S1° is
activated it is indicated and relevant for the
control in case of closed switching input.

SECOND CONTROL LEVEL

Setting of control parameters

The parameters can also be set in standby
mode. Simultaneously pressing the UP and
DOWN key for at least 4 seconds opens
a parameter list containing control parame-
ters.

With the UP and DOWN keys the list can
be scrolled in both directions.

Pressing the SET key will give you the value
of the respective parameter. Pressing also
the UP or DOWN key at the same time the
value can be adjusted.

Return to the initial position takes place
automatically, if no key is pressed for 60
seconds, or by simultaneously pressing the
UP and DOWN key for approx. 4 seconds.

THIRD CONTROL LEVEL

Access to the third control level is granted
when selecting the last P-parameter on the
second control level. Continue to press the
UP key for approximately 10 seconds until
“PA" appears. Continue to press the UP key
and additionally press the DOWN key for
about 4 seconds and the first A-parameter
of the third control level is indicated.
Caution: For software of cooling control-
lers (11 ... 15) access to the third control
level is granted when selecting parameter
PA on the second control level. Parameter
PA is to be set at -19°. Then the key UP
and DOWN have to be simultaneously
pressed for approx. 4 seconds which will
give access to the third control level, begin-
ning with parameter PO,

With the keys UP and DOWN you can
scroll the list in both directions. Pressing
the SET key will give you the value of the
respective parameter. By pressing the UP
or DOWN key at the same time the value
can be adjusted.

Return to the initial position takes place
automatically, if no key is pressed for 60
seconds, or by simultaneously pressing
the UP and DOWN key for approx. 4
seconds.

Note: The adjustment options of the con-
troller types .100/102 are different from this
scheme and are explained in the relevant
software description 100/102.






